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Global Parameters: 

 

Clock 

The Clock dial allows you to set at which resolution the sequencer is 

running. Usual 4th, 8th, 16th and 32th notes have been included but 

also some more unusual 12th (triplets), 20th (quintuplets), 

24th (sextuplets) or 28th (seven-tuplets ??). 

 

Step number 

This Dial allows you to set a number of steps after which the sequencer 

will be reset to the 1st step. 

If set to 0 no reset will occur and the sequencer will run freely. 

 

 



Offset 

The offset allows you to shift the reset point of the sequence from the 

midi clock by +/-32 steps allowing you to synchronize your melody in 

the most efficient way possible to the rest of the track. 

 

 

Gate length 

Gate length corresponds to the length of the notes played by the 

sequencer in % (no kidding). So for example, if it is set to 50% the note 

off events will happen midway between two consecutive note on 

events. If set to 75%, the note off message will be sent at 3/4 of the 

space between two note on. 

Swing 

This Dial sets the amount of swing applied to the sequence. This works 

by shifting the pair steps. 

So for example, if you set sequencer to the 8th note resolution and the 

swing to 33%, odd steps will be played on the beats and pair steps will 

be played on the last note of the triplets. 

Same thing, if you set the swing at 50% the sequencer will effectively play the odd 

notes on the beat and the pair notes on the last 16th. 

Furthermore, the swing has been set to also go in negative values. Still at a resolution 

of 8th, if set to -33%, pair notes will be played on the second note of the triplets and 

if set to -50% pair notes will play the second 16th of this beat. 

 

 



Root note 

Set the middle note of the stage note slider (see note slider 

description). Changing it will result in transposing the sequence. This 

parameter can be controlled by sending midi notes to the sequencer. 

 

Velocity and Accented Velocity 

These set the velocity of non accented and accented stages. They have 

been set to go from 0 to 127. And if set to 0 this actually will silence 

the corresponding notes. 

Also, nothing stops you from having higher velocity on non-accented 

notes rather than accented ones, it's entirely up to you! 

Reset button 

Clicking this button will reset the sequence at the next step. This has 

been implemented as a performance tool. 

 

 

Sequencer running mode 

Five run modes have been implemented to the sequencer. 

 Up: The sequencer will run from left to right. 

 Down: The sequencer will run from right to left. 

 Ping-Pong: The sequencer will run from right to left and then 

left to right and so on. 

 Random-Stage: The sequencer will pick a random stage and 

play all its steps then another stage will be randomly selected 

and so on. 



 Random-Step: The sequencer will play steps randomly. Step 

can be also in the middle of a sustained note, in that case the 

stage will be silent. 

Stages: 

 

 

 

Note slider 

Sets the notes of the stage. It has a two-octave range and the center note is 

set by the root note dial in the global parameter section. 

On the right of the slider you can transposes the stage note by -2, -1, 0, +1 

or +2 octaves. 

Repetition number (1) 

Sets how many steps one stage contains. If set to 0 the stage is ignored. 

Mode Switch (2) 

The stages can be played 4 ways: 

 °°° all the steps of the stage will be played. 

 °__ Only the first step of the stage will be played. 

 °-- The stage play a sustained note using the note on of the first step and the 

note off of the last one. 

 ___ The stage will be silent. 
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On/Off button (1) 

 Sets the stage to be ignored. 

 

Slide button (2) 

The last step of the previous stage will overlap with the first note of the stage creating 

a legato effect. If the instrument played by this sequencer is polyphonic then 2 notes 

will be played at the same time. 

Accent button (3) 

Allows the stage to produce a note with either the non-accented velocity or accented 

velocity set in the global parameter section. 

Extension 

 

This extra device allows you to add up 8 more stages to your sequencer. The clock 

and all the other global parameters are coming from the master device.  

You can only add one extension. 
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Last word 

I hope you will have a great time using this device.  Please pay us a little visite on our 

website.  

https://atovproject.wordpress.com/ 

I want my devices to be as good as possible so really don't hesitate contacting me if 

you find any bug or if you have any suggestions! 

Please send an email at AtoVproject@gmail.com 

I'll read every email and try to answer them as much as possible. 

I also have a donation page if you feel like supporting me. There is no obligation, for 

now everything will be for free but pre-release beta version of my devices will be 

available to my donators. 

 

https://atovproject.wordpress.com/
mailto:AtoVproject@gmail.com
https://www.paypal.com/cgi-bin/webscr?cmd=_s-xclick&amp;hosted_button_id=B9K3ZVUJB62VW

